
Installation and Operating Instructions for 
the Euro Air Freshener Dispenser

Most digital air freshener dispensers operate in a similar fashion

AEROFRESH LCD DISPENSER INSTALLATION AND OPERATING 
INSTRUCTIONS

MOUNTING THE DISPENSER

For the best operation, mount the dispenser 7-9 feet above the floor

1. Place the Dispenser in the location to be mounted, make a 
mark on the wall surface through the 2 mounting holes (1).

2. Drill the holes at the marks and insert the anchors.
3. Place the unit on the wall and affix the screws.
4. Ensure the dispenser is mounted securely to the wall.

PROGRAMMING THE DISPENSER

1. Insert 2 "D" ALKALINE batteries in the battery 
compartment

2. Start up: Turn on the power switch on the right side of the 
machine. At this time, it displays 00:00, MO

3. Clock setting: Press HRS button to set the hour, press MIN 
button to set the minute and press DAY button to set the 
current day (Monday to Sunday is optional). At this time, it 
dispays the current time and day (e.g. 08:30, WE)

4. Starting-up time setting: Press SERVICE button until it 
displays 0:00, ON. Then press HRS button to set the hour 
and press MIN button to set the minute.

5. Stop time setting: Press SERVICE button until it displays 
0:00, OFF. Then press HRS button to set the hour and 
press MIN button to set the minute.

6. Spray interval setting: Press SERVICE button until it 
displays 15, INT. Then press MIN button to set the interval 
(1~60 minutes is optional).

7. Off day setting:
1. First-time setting: Press SERVICE button until it 

displays OFF DAY. Press the DAY button and when 
the day sign MO (e.g.:MO=Monday) flashes, press 
MIN button once, MO stops flashing, which means the 
day has been set as the off day. Press the DAY button 
once, it skips to the next day; Set other off days by 
repeating (when it displays it is the off day, the 
machine will stop working automatically).

2. Cancel the setting: Press the DAY button to select the 
off day to be canceled. When the day sign MO flashes, 
it means cancelling the off day. Continue to press the 
DAY button and loop in turns, you may cancel the 
other off days (it must be on the basis of the set off 
days).

8. Total frequency setting of spray: (3000, 3100, 3200, 3400, 
4000, 5500, 6000, 9000) optional.
1. Press SERVICE button until it displays 3000.
2. Press MIN button again and select in loop between 

3000-9000
3. Notes:

1. Every time, only one kind of spray frequency 
working mode can be selected; 

2. While the frequency setting is full, the machine 
will stop spraying automatically. You need to reset 
it if you want it to spray again; 

3. During setting, every time you press the RESET 
button, it can return to the current time display 
interface; 

4. If there is no pressing action within 10s during the 
setting, it will return to the current time display 
interface automatically; 

5. Press the testing button on the right side to test 
whether it sprays;

6. Factory default setting: Act 24h (no off day) 
continuously, the spraying interval is 15 minutes 
and the spraying frequency is 3000.

9. The sprayed frequency and the rest spraying days in the 
current mode display:
1. Long press the SERVICE button for 3s, then the 

sprayed frequency will appear. Press the SERVICE 
button again, it displays the rest spraying days of the 
perfume jar.

10. Low voltage display: When the battery voltage is lower than 
2.5V, the screen will display LOW and the battery sign 
(flashing frequency is 1 time/s).

PRECAUTIONS

1. This dispenser doesn't have waterproof function, please 
place dispenser away from dampness.

2. Place dispenser away from food preparation areas.
3. Avoid spraying onto plastic, varnished or painted surfaces.
4. Always replace with new alkaline batteries and never leave 

dead batteries in the unit.
5. If you don't use the dispenser for a long time, please take 

out batteries and refill can.




